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AMENDMENTS TO THE SPECIFICATION: 

Please amend the indicated paragraphs of the specification in accordance 
with the amendments indicated below. 

Page 1 : Between the Title and the full paragraph, insert the following 
heading: 

BACKGROUND OF THE INVENTION; 

Between the and 2"^* full paragraphs, insert the following 
paragraph as follows: 

US 5123433 describes an ultrasound cleaning device and an ultrasound 
cleaning method for a Venturi flow nozzle, through which streams a fluid that tends 
to form deposits. Both a US transmitter and US receiver are additionally used, 
wherein the clues as to the thickness of potential deposits in the nozzle can be 
gleaned from changes in the received US amplitude at a known transmitted US 
amplitude. Other than acquiring the state of contamination of the nozzle based on 
deposits, however, no rheological properties of the streaming fluid are acquired. 

Between the 2""^ and 3'"* full paragraphs, insert the following 

heading: 
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SUMMARY OF THE INVENTION: 

Page 2: 2""* full paragraph, amend as indicated below: 
The acquisition system p r efe r ably has a first means for determining th e 
velocity field transverse to the conveying dir e ction in an area of the material, and 
a second means for determining the pressure difference along the conveying 
direction in the area and/or at the edge of the a r ea of the mate r ial According to the 
invention, the acquisition system preferably has a first means for determining the 
velocity field transverse to the conveying direction in an area of the material, and 
a second means for determining the pressure difference along the conveying 
direction in the area and/or at the edge of the area of the material, or the acquisition 
system again has a means for determining the velocity field transverse to the 
conveying direction in an area of the material, and a second means for determining 
the shearing stress along the conveying direction at the edge and/or inside the area 
of the material . 

3'^^ full paragraph, delete in its entirety. 
In one especially advantageous embodiment, the acquisition system again 
has a means fo r dete r mining the velocity field transve r se to the conveying direction 
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in an area of the mate r ial, and a second means fo r dete r mining the shearing stress 
along the conveying direction at the edge and/or inside the area of the material. 

Page 4: full paragraph, amend as indicated below: 
Additional advantages, features and possible applications of the invention 
will now be presented in the following description of exemplary embodiments of 
the invention, which are not to be construed as limiting , based upon the drawing. 
Shown on : 

Between the and 2""^ fiill paragraphs, insert the following 

heading: 

BRIEF DESCRIPTION OF THE DRAWINGS: 

Between the 4'^ and 5^^ fiill paragraphs, insert the following 

heading: 

DESCRIPTION OF THE PREFERRED EMBODIMENTS: 
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